TABLE 1

Indoor Air Test Results
Bernardston Town Hall September 24, 2002

Location Carbon Carbon | Temp. Relative Occupants | Windows Ventilation Remarks
Dioxide | Monoxide °F Humidity in Room Openable | Intake | Exhaust
*ppm %,

Main Hall 458 0 73 46 0 Y N N Window-mounted AC (WAC) on
Radiator, exhaust sealed

Board of Health 360 0 74 46 0 Y N N Door open
Radiator

Selectman 402 0 74 47 1 Y N N Radiators-holes to crawlspace
WAC off, radiator

Tax Collector 388 0 74 49 0 Y N N Crawl space door — radiator
Vacuum closet - plants

Assessors 441 0 74 47 0 Y N N WAC off, door open, radiator

Auditorium 357 0 75 46 0 Y N N Intake off, exhaust blocked
10 CT water damaged (old)
Doors to WAC — workshop

Attic Pigeon carcasses

Town Clerk 336 0 75 45 0 Y Y N WAC off

Kitchen 354 75 45 0 Y Y Y Gas stove - refrigerator

Outdoors 308 0 73 43

* ppm = parts per million parts of air
Comfort Guidelines CT = ceiling tiles

Carbon Dioxide - < 600 ppm = preferred
600 - 800 ppm = acceptable
> 800 ppm = indicative of ventilation problems
Temperature - 70 - 78 °F
Relative Humidity - 40 - 60%




